
SUPER STOCK GAS 6500# - 2026 
 

 

- Tires must be DOT-approved and no larger than 35x12.50 or 315x75 metric. 

 

- Must have OEM frame and retain original factory wheelbase.  

 

- Must have OEM cab with complete floor and firewall. 

 

- Must have steel box, doors, and fenders.  

Boxes without floor must have cover. 

 

- Full lift, tilt body, or fiberglass bodies are not allowed.  

Fiberglass hoods and scoops are allowed.     

 

- Front weight cannot extend more than 60” from the centerline of the front axle.  

 

- Dana 60 front axle or less is allowed. No sheet metal rear axles. 

 

- Leaf spring or factory independent front suspension only. Rear may be block or solid. 

 

- Deduct 150lbs. for drop box, or reverser.  300 lbs. for combo.   

 

- Dual wheels are not allowed. 

 

- Must have working front brakes. 

 

- U-Joint Shields and Drive Shaft Loops Required. 

 

- SFI bell housing and/or blanket required 

 

- No cubic inch limit. 

 

- Single Carb and Naturally Aspirated, NO alcohol, nitrous or other injections, gas only. 

 

- No spread bore blocks, split-flange Dominator carburetors, tunnel rams, or sheet metal 

intakes allowed. 

 

- 26” max hitch height. Hitch must be easily accessible. 

 

 

 

 

 

Any Questions Contact: Jordan Berte 515-368-0771 


